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Ringstedvej 540 

DK-4632 Bjæverskov 

For Start & Stop activation for electric vibrator 

 

 For 1 unit three phase 400V AC 50/60 HZ NEG Vibrator 

 For safety applications 

 Build-in Circuit-breaker and Thermal Protection 

Technical Data 

Product Type    Direct On-line enclosed motor starter 

Control Voltage   1x 400V~ 

Motor Starter Type   Non-reversing 

Utilisation category    AC-3 

Enclosing Material    Polycarbonate 

Enclosing Size   175 x 165 x 165 mm. (Width x Height x Depth) 

IP Enclosure Class   IP657 according to IEC 60529 

Ambient Temperature  -5º C to +40º C 

Weight     0,97 Kg. 

Operation    1 piece black push-bottom ”O” for stop/reset 

     1 piece white push-bottom ”I” for start 

     Rotary handle emergency stop red 

Device composition    Switch disconnector 

     Circuit-breaker 

     Contactor 

Cable  Entries    2 x 13 mm PG at bottom 

     2 x 13 mm PG at top 

     2 x 16 mm PG at bottom 

     2 x 16 mm PG at top 

Conformity    RoHS EUR 0832 

Standards    IEC 60439, IEC 60947 Machinery Directive 98/37/CE 

Product No. Thermal protection ad-

83199310 0,16 - 0,25 A 

83199311 0,25 - 0,40 A 

83199312 0,40 - 0,63 A 

83199313 0,63 - 1,00 A 

83199314 1,00 - 1,60 A 

83199315 1,60 - 2,50 A 

83199316 2,50 - 4,00 A 

83199317 4,00 - 6,30 A 

83199318 6,00 - 10,00 A 

83199319 9,00 - 14,00 A 

83199320 13,00 - 18,00 A 

83199321 17,00 - 23,00 A 

Electric Motor Starters 


